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Sikla is a DIN ISO 9001 certified 
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Notes

Our service staff and application 
en  gineers will be pleased to offer you 
their assistance to answer your 
questions or to work out in cooperation 
with you specific solutions with the aid 
of our own planning software.

Unless otherwise stated, all load 
pa rameters refer to mainly dead static 
loads at ambient temperature. The 
indicated permissible loads should be 
regarded as nominal or working loads and,
unless otherwise denoted, refer to the 
main direction of the respective load; 
breaking load values are not indicated.

This catalogue may be used by the recipient
only. Each part of the catalogue constitutes
the property of Sikla UK Limited. All 
technical representations as well as data 
are given to the best of our knowledge. 
All representations and drawings are 
nonbind ing. We do not assume any liability
whatsoever for typographical mistakes or
deficiencies.

Modifications and constructional 
corrections arising particularly from 
technological development excepted.

© Sikla 2009
All rights reserved. 
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Channel MS 27 End cap ADK 27 Channel Lining SAL 27

T-Head Bolt 27 Holding Bracket HK 27 Channel Nut NT 27

Speed Nut NT CC 27 Block PB 27 Blockset PBS CC 27

Cantilever Bracket AK 27 Sound Absorption Unit SDE
27

90° Angle Connector NT CC
27

Page 1-3 Page 1-5 Page 1-5

Page 1-6 Page 1-7 Page 1-7

Page 1-8 Page 1-10 Page 1-9

Page 1-11 Page 1-12 Page 1-12

Prinect Color Editor
Page is color controlled with Prinect Color Editor 2.0.18
Copyright 2004 Heidelberger Druckmaschinen AG

To view actual document colors and color spaces, please
download free Prinect Color Editor (Viewer) Plug-In from:
http://www.heidelberg.com

Applied Color Management Settings:
Output Intent (Press Profile): OffsetEuro U360 K85 V25PO4.icm

Device Independent Image:
Rendering Intent: From Document
Black Point Compensation: no

Device Independent Graphic:
Rendering Intent: From Document
Black Point Compensation: no

Turn R=G=B (Tolerance 0.5%) Graphic into Gray: yes
CMM for overprinting CMYK graphic: no
Gray Image: Apply CMYK Profile: no
Gray Graphic: Apply CMYK Profile: no
Treat Calibrated RGB as Device RGB: no
Treat Calibrated Gray as Device Gray: no
Remove embedded non-CMYK Profiles: no
Remove embedded CMYK Profiles: no

Applied Miscellaneous Settings:
All Colors to knockout: no
Pure black to overprint: no
Turn Overprint CMYK White to Knockout: no
Turn Overprinting Device Gray to K: no
Enable Overprint in Device CMYK: no

Create "All" from 4x100% CMYK: no
Delete "All" Colors: no
Convert "All" to K: no




 

Pressix CC 27 - Channel System

Pressix CC 27 1-2 01
/2

00
9

Fitting Set MOS 27 Nail Anchor PN 27 Setting Tool PN

Beam Clamp 27 Webbing Piece KNO
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Channel MS 27

Application
Element for easily and efficiently pre-assembling crossbars, wall brackets and
support structures on site or in workshops.
All products within the Pressix CC 27 range are compatible with Channel 27.
Fixation of the channel can be easily achieved using Nail Anchor PN, Bolt Screw
Anchor MMS-PR and Channel Dowel PPD.

Technical Data

Note: All values in both tables refer to slotted channels.
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Type Length 
[m]

Weight
[kg/m]

Bundle./
[m]

Part
number

27/15 3 0.50 792 198483
27/27 3 0.70 528 198025

Material: Steel 1.0350, pre-galvanised according to DIN EN 10327

Type
W/H/Th [mm]

Section modulus
[cm3 ]

Moment of inertia
[cm4 ]

Radius of gyration
[cm]

27/15/1.0 Wy : 0.20
Wz : 0.53

ly : 0.17
lz : 0.71

iy : 0.53
iz : 1.10

27/27/1.0 Wy : 0.51
Wz : 0.77

ly : 0.76
lz : 1.05

iy : 0.95
iz : 1.12

Type

W/H/Th [mm]

Cross section

A [cm2 ]

Distance

e [cm]

Max. point 
carrying capacity
Fmax (traction) [kN]

Max. torsional
moment
Mq [Nm]

27/15/1.0 0.59 0.847 1.5 10
27/27/1.0 0.83 1.473 1.5 10

Max. Point carrying capacity Fz

Max. torsional Moment Mq
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Channel MS 27
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The influence of the channel slots and the channel's
dead weight are taken into account in the values.

σzul ≤ 160 N/mm2 
f ≤ L/200
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End cap ADK 27

Application
To be used for safely and neatly covering the ends of Sikla Channels 27.

Technical Data

 

Channel Lining SAL 27

Application
Sound absorption lining for inserting into Sikla Channels 27 or fitting around
threaded rods; mainly for use in ducting systems, also for sound proof
installations as per DIN 4109.

Configuration
Rolls of 30 m or pieces of 100 mm each.

Technical Data
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Type W
[kg]

Quantity/ 
pack

Part
number

27/15 0.01 100 193969
27/27 0.01 100 193976

Type Thread
connection

Length
of piece

[mm]

Roll
[m]

W
[kg]

Quantity/ 
pack

Part
number

27 M8/M10 - 30 6.00 1 Rolle 195963
27/L100 M8/M10 100 - 0.01 100 195970

Material: HD-PE, yellow

Material: SBR/EPDM, black
Temperature range: -50°C up to +110°C
Fire resistance: B2 according to DIN 4102, non-dripping
Hardness: 50°+/-5° Shore
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T-Head Bolt 27

Application
Suitable for Sikla Channels of type 27.

Configuration
Pre-assembled with washer and nut.

> When using a Holding Bracket for type HM 27 M10, the washer is not needed.

Technical Data
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Type Length of thread
[mm]

W
[kg]

Quantity/ 
pack

Part
number

HM 27 M8 x 10/14 10 0.02 50 106467
HM 27 M8 x 15/14 15 0.03 50 106476
HM 27 M8 x 25/14 25 0.03 50 106485
HM 27 M10 x 15/14 15 0.03 50 106494
HM 27 M10 x 25/14 25 0.04 50 106500

Material: Steel, cold-forged, electro-galvanised
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