


Slide Set GS H3G and H3G/3
Group: 1336

Application

Heavy-duty Slide Set for plant construction. To be used preferably in
combination with Sikla pipe clamp Stabil D-3G and Refrigeration clamp SKS
Top-2C.
Various connection options of the pipe clamps depending on the respective
load: 1/2", 

5/8" or with 1/2" adapters using the external thread (see Adapter f/f).
Sound absorption by means of glass fibre reinforced polyamide slide rails.
Especially suitable for ceiling and floor mounting solutions and as a guide for
rising pipes.
For wall mounting, we recommend the use of the Slide Set H3G on Sikla
Support Bracket.

Installation

For pipes of NB 3 15/16" or larger having to be spaced at a distance from the
Slide Set, or under conditions of reversed bending stress, the 3G triple thread
nuts are to be secured by screwing on a 1/2" Locking Nut.

Technical Data

* The permissible bending moment of the connecting element (threaded rod or
threaded tube) may restrict the application!
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Type W
[lb]

Quantity/ 
pack

Part
number

H3G 3.41 10 126700126700126700126700

H3G/3 2.46 10 149295149295149295149295

Permissible load for ceiling mounting 1125 lbs
Permissible load for floor mounting 2025 lbs
Permissible bending moment for wall mounting*
for H3G:

780 lbs

Lever arm Lmax: 15 3/4"
Maximum sliding distance
H3G: 5 5/16"
H3G/3: 3 15/16"
Temperature range (permanent exposure): 266°F
Static friction coefficient µ0 : 0.18
Sliding friction coefficient µ: 0.14

Material:
Metal components Steel, electro-galvanised

H3G

H3G/3



Slide Set GS H3G/1 and H3G/4
Group: 1336

Application

Heavy-duty Slide Set for plant construction, to be used on Sikla Channels, brick
or concrete walls and on bearers. This Slide Set version is especially suitable for
bolted mounting to the building structure.
To be used preferably in combination with Sikla pipe clamp Stabil D-3G and
refrigeration clamp SKS Top-2C.
Various connection options of the pipe clamps depending on the respective
load: 1/2", 

5/8" or with 1/2" adapters using the external thread (see Adapter f/f).
Sound absorption by means of glass fibre reinforced polyamide slide rails.

Especially suitable for ceiling and floor mounting solutions and as a guide for
rising pipes.

Installation

For pipes of NB 3 15/16" or larger having to be spaced at a distance from the
Slide Set, or under conditions of reversed bending stress, the 3G triple thread
nuts are to be secured by screwing on a 1/2" Locking Nut.

Technical Data
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Type W
[lb]

Quantity/ 
pack

Part
number

H3G/1 4.05 10 126658126658126658126658

H3G/4 3.12 10 149301149301149301149301

Permissible load for ceiling mounting 1125 lbs
Permissible load for floor mounting 2025 lbs
Lever arm Lmax: 15 3/4"
Maximum sliding distance:
H3G/1 5 5/16"
H3G/4 3 15/16"
Temperature range (permanent exposure) 266°F
Static friction coefficient µ0 0.18
Sliding friction coefficient µ 0.14

Material:
Metal components Steel, electro-galvanised

H3G/1

H3G/4



Slide Set GS 2G
Group: 1336

Application

Slide Set for single and double mounting of mechanical equipment. To be used
preferably in combination with Sikla Pipe Clamps Ratio S and Stabil D-3G.
Various connection options with these pipe clamps ranging between 3/8" and
R1". For adapters for these connection options (see Adapter f/f). 
Sound absorption by means of glass fibre reinforced PA slide rails.

Technical Data

 

Pipe Guides & Slide Elements

Siconnect - Canada 5-4 0
2
/2

0
0
9

Type W
[lb]

Quantity/ 
pack

Part
number

1-2G 0.85 25 126755126755126755126755

2-2G 1.09 25 126764126764126764126764

Permissible load for ceiling mounting 135 lbs
Permissible load for floor mounting 270 lbs
Lever arm Lmax: 11 13/16" 
Max. sliding distance Type 1-2G 3 11/32"
Max. sliding distance Type 2-2G 5 1/2" 
Temperature range (permanent exposure) 266°F
Static friction coefficient µ0 0.18
Sliding friction coefficient µ 0.14

Material:
Metal components Steel, electro-galvanised



Slide Set GS 2G/1
Group: 1336

Application

Slide Set for single and double mounting of mechanical equipment, to be used
on Sikla Channels, brick or concrete walls and on bearers.
To be used preferably in combination with Sikla Pipe Clamps Ratio S and Stabil
D-3G.
Various connection options with these pipe clamps ranging between 3/8" and
R1". For adapters for these connection options (see Adapter f/f).
Sound absorption by means glass fibre reinforced PA slide rails.

Technical Data

 

Pipe Guides & Slide Elements
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Type W
[lb]

Quantity/ 
pack

Part
number

1-2G/1 1.20 25 127127127127127127127127

2-2G/1 1.44 25 127136127136127136127136

Permissible load for ceiling mounting 135 lbs
Permissible load for floor mounting 270 lbs
Lever arm Lmax: 11 13/16"
Max. sliding distance Type 1-2G 3 11/32"
Max. sliding distance Type 2-2G 5 1/2" 
Temperature range (permanent exposure) 266°F
Static friction coefficient µ0 0.18
Sliding friction coefficient µ 0.14

Material:
Metal components Steel, electro-galvanised



Slide Element GS 41
Group: 1336

Application

Slide element for use in Sikla Channels of the 41 series. For single and, using a
Tandem Connector, double mounting options. 
The sliding distance is determined by the length of the rail. Holding Brackets are
to be used for securing the slide element. Alternatively, the Sikla Channel Holder
SH may be used.
Any option in combination with Sikla Pipe Clamps Ratio S and Stabil D-3G may
be realised. 
Various connection options with pipe clamps in the range between 1/2" and R1".
For these connection options, the corresponding Mounting Plate could be

screwed directly with the slide element by means of bolts 3/8" x 3/4".
Suitable for ceiling and floor mounting solutions and as a guide for rising pipes.

Technical Data

The permissible bending moment of the connection elements (threaded rod or
threaded tube) may restrict the application!

 

Pipe Guides & Slide Elements

Siconnect - Canada 5-6 0
2
/2

0
0
9

Type Thread
connection [in]

W
[lb]

Quantity/ 
pack

Part
number

41 – 3/8 
3/8 0.40 10 190658190658190658190658

Permissible load overhead mounting:
Single mounting 1350 lbs
Double mounting 1800 lbs
The permissible load capacity of the channel has to
be respected.

Permissible load floor mounting:
Single mounting/Double mounting 900 lbs
Single mounting with mounting plate 1800 lbs

Lever arm Lmax for single mounting: 13 3/4" 
Static friction coefficient µ0: 0.16
Sliding friction coefficient µ: 0.14
Material: Steel, electro-galvanised




